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Corner bead 
Building  

material   



Items to be 
compared  

No angle bead  With angle bead  

Time limit  for 
a project  

Long term and unstable 
Short term and easy to ahead of 
finishing by half time  

Exterior 
appearance  

Poor appearance, inflat , 
deformed, bend, etc. 

Strong stereoscopic vision & good 
looking  

Toughness and 
hardness  

Corner is frequent to touched 
and easy to be destroyed 

Tough and not easy to be damaged 

Service  life  Short Long 

Maintenance  
Cost much labor and difficult 
to fix  

Easy to be recovered 

Use process  
Difficult  to make out the angle 
shape with the traditional tool 
and affect the maker's mood 

Easy to make it in good shape with 
pleasure 

Effective  
After destroy, easy to go moldy, 
crack and effect the project\ s 
process 

Keep drying and hard to crack, and 
make sure the quality guarantee. 

Cost  Low efficiency and high cost 
Shorten time and improve the  
efficiency to 3 or 6 times 

of the final small amount of plaster 
work to the door or window frame. 
The corner bead profile creates the 
corner form required at edges 
reducing the amount of time required 
to form this edge free hand and 
providing a stronger, neater edge to 
the corner. 

The corner bead provides a true sharp 
corner, rustproof, high -impact-resistant, 
non-kinking corner. Its strong rigid sharp 
edge protects and reinforces plaster 
where it is most vulnerable. 
 
The profile also allows for completion of 
the bulk plaster work up to the opening 
and then much easier later completion  

General Information 



Products No.  Side x Side  Thickness  Length  Packing/box  Colors  

MT -1 
20x30 

 
1.0 ï 1.3mm 

 
2m/2.5m  

 
100/200  

 
White  

MT -2 

MT -3 25x25 

MT -8 23x23 

MT -10 20x20 

PVC  CORNER BEAD 

MT1  

MT2  MT3  

MT8  

MT10  



Products No.  
Fiberglass 
Mesh Side  

Fiberglass 
Mesh Size  

SidexSide  
 

Length  Packing/box  Colors  

MT -4-10 25x25 

4x4/5x5  25x25 2m/2.5m  100/200  White  MT -4-80  25x25 

MT -4-50  25x25 

PVC  CORNER BEAD 

MT -4-10 
MT -4-80  

MT -4-50  

Products No.  Side x Side  Thickness  Length  Packing/box  Colors  

MT -18 
20x20(min)  
ï 50x50(Max)  

1.0 ï 1.3mm 2m/2.5m  100/200  White  

MT -18 



Products No.  Side x Side  Thickness  Length  Packing/box  Colors  

MT -5 50x50 1.0 ï 1.3mm 

2m/2.5m  100/200  White  MT -6 60x60  1.0 ï 1.3mm 

MT -9 50x50 1.0 ï 1.3mm 

PVC  CORNER BEAD 

MT -5 

MT -6 

MT -9 

How to use:  
1. Cut flexible corner tape into one of the two strips with a knife to score and 
bend. The distance between your cuts will depend on how tight a radius you 
want to chive. Apply generous coat of joint compound to a depth of 1/8", 
covering both sides of the corner the same time. With the corner bead facing 
the wall, fold tape at the center margin and press firmly into the compound.  
 
2. Once the corner is embedded, remove excess compound with taping knife. 
After the first coat dries, sand lightly, apply finish coat and feather edges two 
inches beyond edges of the first coat. If needed apply a second coat 6"- 10" 
wide on each side of corner. When dry, sand lightly if needed. The wide, 
galvanized steel strips act as a guide to ensure straight, reinforced angles for 
both "inside" and "outside" corner needs.  



PVC  CORNER BEAD 

Products No.  Side x Side  Thickness  Length  Packing/box  Colors  

MT -7 20x20 

1.0 ï 1.3mm 

2m/3.0m  50 

White  

MT -11 22x22 2.0/2.5m  100/200  

MT -12 

25x45 2.0/2.5m  100/200  

19x45 2.0/2.5m  100/200  

12x45 2.0/2.5m  100/200  

MT -17 60x28 2m/3.0m  50 

MT -7 

MT -11 

MT -17 

MT -12 

ü High flexibility, replaces traditional 
paper metal flex tape Ȃ 

ü Professionals use it for all off angles. 
Fast, easy installation reduces labor 
costs.  

ü Unique, patented nose coating 
minimizes scuffing and fuzzing when 
finishing and sanding, strong paper 
tape covering provides excellent 
adhesion of joint compounds, 
textures and paints.  

ü Saves waste-- cut only the amount 
you need. Great for curves, arches 
and unusual angles.  

Performance include:  



Products No.  Side x Side  Thickness  Length  Packing/box  Material  

MT -21 
20x20(min)  ï 
75x75(Max) 

0.3 ï 0.5 mm 2m/2.5m  50/100  Gal./SS/AL  

20x20/30x30  MT -22  

Products 
No.  

Wire Dia.  Side x Side  Length  Packing/box  Material  

MT -23  1.75 mm 64x64 2.5m/3.0m  50 Galvanized 

METAL   CORNER BEAD 

MT -21 MT -21 MT -22  

MT -23  



WORKSHOP  AND PACKING 

Work Flow ̔ 
 
Ingredient 
PreparationŕProcessingŕPunchingŕIn
ciseŕSort and CountŕPacking 
 
Note: one machine needs 5-6 worker 
Supply Ability: One 20 Feet Container 
for 7 days 


